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SECTION A-A
SCALE 6 : 1

NOTES:   UNLESS OTHERWISE SPECIFIED
1. REMOVE ALL BURRS AND/OR TUMBLE IN MEDIA (NO SHARP EDGES).
2. FINISH:  ANODIZE BLACK PER MIL-8625F TYPE II
3. DIMENSIONS AND SURFACE ROUGHNESS APPLY BEFORE PLATING      
    & CHEMICAL COATING FINISHES.
4. VENDOR INSPECTION DIMENSIONS ARE NOTED WITH RED BALLOONS.

REVISIONS
REV DESCRIPTION DRAWN / DATE APVD / DATE

- INITIAL RELEASE PJS 1/25/2015

B

CONTRACT NUMBER

MATERIAL

UNLESS OTHERWISE SPECIFIED:

DIMENSIONS ARE IN mm

DIMENSIONS ARE ±0.1

SURFACE FINISH Ra 1.6 μm

FINISH

DRAWN

QA
REL

MFG

CHECKED
ENGR

SIZE

SCALE 3:1

DWG NO.

SHEET 1 OF 1SEE NOTES

ALLOY STEEL (SS)

KLF  14 06 07
PJS  15 01 15

XXX  XX-XX-XX
XXX  XX-XX-XX
XXX  XX-XX-XX
XXX  XX-XX-XX

THREADED COLLET HOLDER
PUMP PROJECT

TEKTITE TREADS13340-SWI.1

REV -SWI-13349-02
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